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● Features:
● Outline  Dimensions

● Absolute Maximum Ratings(Ta=25℃)

● Applications:

NOTES:
1) All dimensions are in millimeters.
2)Tolerance :0<L≤5 ±0.1mm, 5<L≤10 ±0.2mm,L>10±

0.3mm,unless otherwise noted.

Recommended drilling as viewd from the soldering face
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●Fig. 1  Measuring Method of Optical Output Coupling with Fiber

● Fig. 2 Measuring Method of Intput Voltage and Supply Current

Notes : (1)Vcc=5.0V (State of operating)
(2)To bundle up the standard fiber optic cable, make it into a loop with the diameter D=10cm or more.

● Input conditions and judgement method
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● Test item

Fig.3 Measuring Method of Pulse Response and Jitter
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RELIABILITY TEST●

N=10,c=0Ta=260 ℃±5 ℃,10secondsSoldering Heat9

N=10,c=095% or more of the solder 

area is covered with solder,

and Electro-Optical 

Characteristics NO.2~9 shall 
be satisfied

Ta=260 ℃±5 ℃,5seconds
Soldering 

Ability Test
8

N=10,c=0
Ta=-35 ℃~+85 ℃
(30min)         (30min)

8Cycles

Low High 

Temperature 

Impact Test

7

N=10,c=0

Soldering the optic fiber

chip in the PCB, Then 

converse swing from a

object by l kg weight ,

1minute

Soldering 

Strength 

Test

6

N=10,c=0
Take the PCB with optical  

fiber jack to fall-self from 1 
meter high ,3cycles

Falling off Tset5

N=10,c=0
Ta=-35 ℃~+85 ℃(85%RH)

(30min)         (30min)

20Cycles       

Temperature 

Cycling
4

N=10,c=0
Ta=-30℃±5 ℃,

Time=48Hrs

Low 

Temperature

Storage

3

N=10,c=0
Ta=80℃±5 ℃,

RH=85%

Time=48Hrs

High 

Temperature

Storage

2

N=10,c=0

Electro-Optical 

Characteristics NO.2~9 Shall 
be satisfied

Vcc=5V , 500HLife Test1

SAMPLE 

FAILURE(c)

SAMPLE 

NUMBER(n)

JUDGEMENT CRITERIATEST CONDITIONSTEST ITEMSNO.
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●

● RECOMMENDED
BE SUIT WITH THIS OPTICAL DIGITAL CABLE

MATERIAL DESCRIPTION

STAINLESS STEELSHELL SPLINTER4

PA66COVER3

PA66SHUTTER2

PA66HOUSING1

MaterialNameNO.
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